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General notes

Custom-designed solutions and MRI applications
Please contact us for custom-designed solutions.

Product marking
All CIM products are CE marked. As medical product risk 
class 1 and they conform with the regulations MDD 93/42 ECC 
and  
EN 60601-1, 3rd Edition. TUEV reports for numerous products 
especially for anaesthesia applications guarantee electrical 
and mechanical safety of our products and are available upon 
request. 

Load capacity
The maximum possible load of our monitor mounts depends 
on the Ondal support arm configuration selected. The figures 
for the monitor interfaces given in the catalogue represent the 
maximum possible. 

Part numbers can be easily created by following the steps below:
Please replace the letters in green with the part no. code as per your requirements.

1. Choose the colour requested for decorative parts (C):  
 gr = RAL 7024 (graphite grey) 
 bl = RAL 5013 (cobalt blue) 

2. Specify the requested size of the keyboard tray and mouse (T):

 Standard Magnetic With wrist rest  Dimensions                          
 30 30S  = 300 x 210 mm / 11.8 x 8.3”
 40 40S  = 400 x 150 mm / 15.7 x 5.9”
 50 50S 50W = 500 x 200 mm / 19.7 x 7.9”
 58 58S 58W = 580 x 200 mm / 22.8 x 7.9”
 RC   = 480 x 220 mm (retractable mouse tray left/right 226 mm / 8.9”)  

How to create part numbers
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Single monitor mount  

Fixation to
Monitor adaptation

Colours to choose
 

Max. load monitor adaptation
Product weight

Part number

Ondal Acrobat 2000 / 3000 / 5000
VESA 75/100

decorative parts RAL 5013 cobalt blue / RAL 7024 graphite grey
aluminum parts RAL 9002 grey white
 
16 kg (AC 2000), 18 kg / 35.3 lbs (AC 3000, AC 5000) 
AC 2000: 3.9 kg / 8.6 lbs, AC 3000: 3.9 kg / 8.6 lbs, AC 5000: 5 kg / 11 lbs

AC 2000 AC2-01-910GF.C2
AC 3000 AC3-01-910GF.C2
AC 5000 AC5-01-910GF.C2
handle Z-HD-G.C2
universal clamp Z-UK-4ZH.2_35  (clamping width 35 - 57 mm / 1.4 - 2.3”)
universal clamp Z-UK-4ZH.2_48   (clamping width 48 - 63 mm / 1.9 - 2.5”)

Please note that the handle and universal clamp MUST BE ORDERED SEPARATELY. To calculate the total weight, please consult the 
figures given for these accessory parts on the list on page 12.
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FRONT VIEW
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Single monitor mount  

AC 2000 AC 3000 AC 5000

TOP VIEW AC 2000 / 3000 / 5000

Technical data

SIDE VIEW AC 2000 / 3000 / 5000
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Dual monitor mount

Fixation to
Monitor adaptation

Colours to choose
 

Max. load monitor adaptation
Product weight

Part number

Please note that the handle and universal clamp MUST BE ORDERED SEPARATELY. To calculate the total weight, please consult the 
figures given for these accessory parts on the list on page 12.

Ondal Acrobat 3000 / 5000
VESA 75/100

decorative parts RAL 5013 cobalt blue / RAL 7024 graphite grey
aluminum parts RAL 9002 grey white
 
18 kg / 39.7 lbs each VESA
AC 3000: 6.5 kg / 13.3 lbs, AC 5000: 7.5 kg / 16.5 lbs

AC 3000 AC3-02-910GF.C2
AC 5000 AC5-02-910GF.C2
handle Z-HD-G.C2   (for the version as shown please order 2 pieces!)
universal clamp Z-UK-4ZH.2_35  (clamping width 35 - 57 mm / 1.4 - 2.3”)
universal clamp Z-UK-4ZH.2_48   (clamping width 48 - 63 mm / 1.9 - 2.5”)
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FRONT VIEW AC 5000

TOP VIEW AC 3000 / 5000

Technical data

FRONT VIEW AC 3000
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Single monitor and keyboard mount

Ondal Acrobat 3000
W-bracket for flat panel VESA 75/100 and keyboard / mouse, 
column for mounting of universal clamps

decorative parts RAL 5013 cobalt blue / RAL 7024 graphite grey
aluminum parts RAL 9002 grey white
 
14 kg / 30.9 lbs 
5.3 kg / 11.7 lbs (without keyboard tray)

300 x 210 mm, 400 x 150 mm, 500 x 200 mm, 580 x 200 mm, 480 x 220 mm 
11.8 x 8.3”, 15.7 x 5.9”, 19.7 x 7.9”, 22.8 x 7.9”, 18.9 x 8.7”

AC3-01-F.C2_T
handle Z-HDR-HZ.C    

Please note that the handle MUST BE ORDERED SEPARATELY. The handle can’t be retrofitted and therefore should be ordered together 
with W-bracket. To calculate the total weight, please consult the figures given for these accessory parts on the list on page 12.

Fixation to
Combination mount

 
Colours to choose
 

Max. load monitor adaptation
Product weight

Keyboard tray dimension

 
Part number
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FRONT VIEW
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Single monitor and keyboard mount

SIDE VIEW

TOP VIEW

Technical data - keyboard tray 580 x 200 mm / 22.8 x 7.9”
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Single monitor and keyboard mount

Please note that the handle MUST BE ORDERED SEPARATELY. The handle can’t be retrofitted and therefore should be ordered together 
with W-bracket. To calculate the total weight, please consult the figures given for these accessory parts on the list on page 12.

Fixation to
Combination mount

 
Colours to choose
 

Max. load monitor adaptation
Product weight

Keyboard tray dimension

 
Part number

Ondal Acrobat 3000
W-bracket for flat panel VESA 75/100 and keyboard / mouse, 
column for mounting of universal clamps

decorative parts RAL 5013 cobalt blue / RAL 7024 graphite grey
aluminum parts RAL 9002 grey white
 
17 kg / 37.5 lbs 
4.5 kg / 9.9 lbs (without keyboard tray)

300 x 210 mm, 400 x 150 mm, 500 x 200 mm, 580 x 200 mm, 480 x 220 mm 
11.8 x 8.3”, 15.7 x 5.9”, 19.7 x 7.9”, 22.8 x 7.9”, 18.9 x 8.7”

AC3-F.C2_T
handle Z-HDR-HZ.C    
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Single monitor and keyboard mount

SIDE VIEW

TOP VIEW

Technical data - keyboard tray 580 x 200 mm / 22.8 x 7.9”

FRONT VIEW
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Accessories

To determine the permissible load capacity of all components (support arm, 
accessory parts and keyboard tray if any), add the dead weights of these 
items together. The total weight of this CIM med GmbH solution and the 
adapted medical devices is not permitted to exceed the maximum possible 
load capacity of your Ondal support arm.

Illustration Description Operating weight Part no.

Handle
for VESA monitor mount

1.0 kg / 2.2 lbs Z-HD-G.C2

Handle 0.5 kg / 1.1 lbs Z-HDR-HZ.C

Universal clamp
clamping width 35 - 57 mm / 1.4 - 2.3”
clamping width 48 - 63 mm / 1.9 - 2.5”

0.2 kg / 0.4 lbs
0.2 kg / 0.4 lbs

Z-UK-4ZH.2_35
Z-UK-4ZH.2_48

Keyboard tray 
300 x 210 mm / 11.8 x 8.3”
300 x 210 mm / 11.8 x 8.3” - magnetic
400 x 150 mm / 15.7 x 5.9”
400 x 150 mm / 15.7 x 5.9”  - magnetic
500 x 200 mm / 19.7 x 7.9”
500 x 200 mm / 19.7 x 7.9”  - magnetic
500 x 200 mm / 19.7 x 7.9”  - with wrist rest
580 x 200 mm / 22.8 x 7.9”
580 x 200 mm / 22.8 x 7.9”  - magnetic
580 x 200 mm / 22.8 x 7.9”  - with wrist rest
480 x 220 mm / 18.9 x 8.7” - with retractable mouse tray

0.5 kg / 1.1 lbs
1.0 kg / 2.2 lbs
0.5 kg / 1.1 lbs
1.0 kg / 2.2 lbs
0.8 kg / 1.7 lbs
1.5 kg / 3.3 lbs
1.0 kg / 2.2 lbs
0.9 kg / 1.9 lbs
1.7 kg / 3.7 lbs
1.2 kg / 2.6 lbs
2.0 kg / 4.4 lbs

T = 30
T = 30S
T = 40
T = 40S
T = 50
T = 50S
T = 50W
T = 58
T = 58S
T = 58W
T = RC

CALCULALTION EXAMPLE

Flat screen 4.0 kg /  8.8 lbs
AC 3000 Single 3.9 kg /  8.6 lbs
Handle 1.0 kg /  2.2 lbs
Universal clamp 0.2 kg /  0.4 lbs
Power supply 0.8 kg /  1.8 lbs

Total weight 9.9 kg / 21.8 lbs
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Configuraton example

Dual monitor mount with VESA and Philips table top mount

Dual monitor mount with VESA and 5” plunge plate
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Configuraton example

Dual monitor mount with VESA and W-bracket for flat panel VESA 75/100 with keyboard tray / mouse

Dual monitor mount with VESA and preparation for Mindray mounting
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Euro-Industriepark 
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M  info@cim-med.com

www.cim-med.com

O
nd

al
 M

on
it

or
 M

ou
nt

_2
0

2
0

.0
1

_E
N

CIM med GmbH

Euro-Industriepark 
Margot-Kalinke-Str. 9 
80939 Munich / Germany

T  +49 89. 978 94 08-0 
F  +49 89. 978 94 08-29 
M  info@cim-med.com

www.cim-med.com


